6312497 - BISON GRIZZLY TAPE SILVER ROLL 10 M MULTI LANGUAGE

GRIZZLY TAPE®

m SCARY STRONG, EXTREMELY DURABLE AND WEATHER RESISTANT PE EXTRUDED TAPE

TECHNICAL SPECIFICATIONS
=L Carrier type: PE extruded, with polyester/
fi% - cofton weaving
5 Chemical base: Natural rubber latex
V', oNGER B " . :
\ N Initial tack: High
! Minimum temperature -10°C
resistance:
Maximum temperature 60 °C
resistance:
Moisture resistance: Very good
Peel adhesion: 17 N/25mm
Tensile Strength (N/25 147 N/25 mm
mm) approx.:
Thickness (mm): 0.3 mm
UV resistance: Good
Colour: Grey
SUPER INDOOR HAND STORAGE COND"IONS

STRONG OUTDOOR TEARABLE

Store in tightly closed packaging in a dry, cool and frost-free
place.

PRODUCT DESCRIPTION

Scary strong, extremely durable and weather resistant PE

extruded cloth tape. This cloth tape can be easily torn by hand

in both directions.

FIELD OF APPLICATION

Suitable for waterproof repairing, fixing, strengthening

and connecting all kind of jobs indoors and outdoors, in all
weather conditions. Extremely durable especially for outdoor
applications.

PROPERTIES

- Scary strong (high fensile strength)

- For durable applications

- Weather, temperature and UV resistant
- Waterproof

- Can be easily torn off manually

- Smooth result

- Extra thick

- Clean removability

PREPARATION
Surface Requirements: The surface must be dry, clean and free of
dust and grease.

APPLICATION

Directions for use:

Stick and press well the tape onto the object without touching
the adhesive as this reduces the adhesive strength.

Stains /residve: Remove possible tape residue with white spirit.

Our advice is based on extensive research and practical experience. However, in view of the large variety of materials and the conditions under which our
Broducts qre.ap|o|ied, we assume no responsibility for the results obtained and/or any damage caused by the use of the product. Nevertheless, our Service
epartment is always at your disposal for any advice needed.
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